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www.heatmaster.com.auFor the next generation of 

gas fires it is important that 

your fireplace not only  

looks great but also 

enhances your  

lifestyle



A breeze
Simplicity of Installation

The Enviro’s revolutionary design does not stop with the unit. Installation 

is a breeze with minimal time needed to get you up and running.

Installations

Visit our showroom
2/9 Nicole Close  Bayswater Victoria 3153

Or contact Heatmaster

Ph  03 9761 7130  | Fax  03 9761 7134

www.heatmaster.com.au

Direct vent/Balance Flue

The Heatmaster Enviro utilizes two fully flexible flues. The first, a 58mm diameter pipe to expel the 

gas fumes, the second, a 65mm diameter pipe to bring fresh air into the firebox. These flues have 

the option to be run through the roof, through the wall or through the floor.

Vertical flue on wall Wall penetration with balance flue Internal wall under floor with horizontal 
balanced flue max length 4.0 metres

Please contact your heatmaster  
dealer for full installation details

AUSTRALIAN

HOME HEATING

ASSOCIATION INC.

*If background noise is low, it is possible to hear the fan which operates 
the air blowers. This is normal and should not be a cause for concern.

**Due to printing and gas source, the images of the unit,  
flames and surrounds may vary in appearance

***Photos and information are for reference only, some details may vary.

550mm
required depth

670mm
required

height

940mm
required opening width

set the Enviro 
firebox to your
desired height

Front
wall

ELEVATION VIEW

PLAN VIEW

Firebox dimensions

Framing dimensions






